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GENERAL DESCRIPTION 
GardMat® N is a permanent, high-strength netting designed for 

erosion control. 
 

BASIC USE 

GardMat® N is designed to provide heavy duty wind and water 
surface erosion protection and permanent vegetation 
reinforcement when installed over Hydrotech’s LiteTop® growing 
media as part of Hydrotech’s Garden Roof Assembly®. GardMat® 
N is typically used with plant plugs or pots where superior wind 
and water erosion is required long term. Hydrotech’s Disk Anchors 
are used to fasten the GardMat® N to the growing media surface.  

 
TECHNICAL DATA 
MATERIAL:  Polypropylene  
COLOR:  Black  
NOMINAL HOLE SIZE:  12.5 mm x 12.5 mm ; (½ in.x ½ in.)  
WEIGHT:  9.7 kg (± 1.8 kg) / 100 sq.m;  (20.0 (± 4.0) lbs / 1,000 sq. ft.) 
ROLL CONFIGURATION:  2.03 m wide x 50.96 m long. ; (80 in.wide x 200 ft long) With a 4-

inch overlap, the effective coverage is approximately 1,1265 SF per 
roll. 

TD STRAND COUNT:  20 (± 4.0) strands per 254 mm (10 in.)  
TD BREAKLOAD:  38.6 ± 4.5 kg (85.0 (± 10.0) lbs) / 5 strands  
MD STRAND COUNT:  18 (± 4.0) strands per 254 mm (10 in.) 
MD BREAKLOAD:  38.6 ± 6.8 kg (85.0 (± 15.0) lbs) / 6 strands  
 

INSTALLATION 
 GardMat® N should be rolled out over the prepared LiteTop media surface 

and secured in place with Disk Anchors in the pattern required by 
Hydrotech. 

 See Hydrotech guide details for further installation instructions. 
 

LEED INFORMATION 
  Credit 4 Credit 5  

Recycled Content (% by weight)     

Manufacture Location   Poseyville, IN, U.S.A.  

Extraction/Harvesting Location   
Poseyville, IN, U.S.A. 

Atlanta, GA, U.S.A. 
 

VOC Content (g/L)     



PRODUCT DATA SHEET                                                                                           GardMat® N 
 

Hydrotech Membrane Corp. 10 951, boul. Parkway, Ville d’Anjou, Qc, H1J 1S1 Tel : (514) 353-6000; (800) 361-8924 Fax :(514) 354-6649  Rev: 2017/05 

 
 

2 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The contents and methods described herein are the intellectual property of Hydrotech Membrane Corp.. The information is based on data and knowledge 
considered to be true and correct at the time of publication and is offered for the user’s consideration, investigation and verification. The information is 
subject to change without notice. The determination of suitability and fitness of the products and the application described herein for a particular purpose 
are the sole responsibility of the user. Please read all statements, recommendations and suggestions in conjunction with the conditions of sale which apply 
to all goods sold by Hydrotech Membrane Corp., including the express disclaimers by each company of the implied warranties of merchantability or fitness 
for a particular purpose. 


